


SPECIFICATION

MAX SIDE LOAD

TIGHTENING TORQUE

GRADE 4.6  
STUD/BOLT

GRADE 8.8 
BOLT

F
mm

C
mm

A
mm

CLIP REFERENCE NO. 
FOR PAD MOUNTED RAIL

REF NO. X Y Z WEIGHT
    kg

DIMENSIONS (mm) WITH FULL NUTS

CLIP REFERENCE NO. 
FOR RAIL WITHOUT PAD

21

1
RAIL WITHOUT PAD
RAIL SANS INTERCALAIRE
SCHIENE OHNE
ELASTISCHE UNTERLAGE
RAIL SIN TACO

2

This clip can be used for a wider selection of rails than illustrated.
Please contact Gantry Railing Limited for the full range.

NOT FOR DISTRIBUTION IN NORTH AMERICA AND CANADA

Gantrail (Middle East) Limited
PO Box 61428, Jebel Ali Free Zone, Dubai, United Arab Emirates
Tel: #971 4 8812 935  .  Fax: #971 4 8812 936
e-mail: gantrail@emirates.net.ae

Gantry Railing Limited
Sudmeadow Road, Hempsted, Gloucester GL2 5HG, England
Tel: #44 1452 300688  .  Fax: #44 1452 300198
e-mail: info@gantry.co.uk  .  Internet: http://www.gantry.co.uk

Gantry Railing Limited reserve the right to improve their 
products and also alter specifi cations without notice.

Die Firma Gantrail Railing Limited behält sich das 
Recht vor, ohne vorherige Ankündigung ihre Produkte 
zu verbessern oder Sezifi kationen zu ändern.

Gantrail Railing Limited se réserve le droit d'améliorer ses 
produits et d'en modifi er les caractéristiques sans préavis.

Gantrail Railing Limited resrva el derecho 
de modifi car sus productos y modifi car 
especifi caciones sin indicación anterior.

June 2004

Certifi cate no. 5180

®GANTRAIL
adjustable crane rail clip

®

PAD MOUNTED RAIL
RAIL AVEC INTERCALAIRE
SCHIENE MIT
ELASTISCHER UNTERLAGE
RAIL CON TACO

It is possible to reduce clip height 
for greater clearance or make other 
specification changes, consult our 
Technical Department.

Die Höhe der Klemmplatte kann reduziert 
werden, um einen größeren Radabstand 
zu gewähren oder andere Änderungen 
an der Spezifi kation vorzunehmen. Bitte, 
lassen Sie sich hierbei von unserer 
Technischen Abteilung beraten.

Il est possible de réduire la hauteur de 
fi xation pour un meilleur passage de roues 
ou d'effectuer d'autres modifi cations. 
Consulter notre Service Technique.

Es posible reducir la altura del sujetador 
para mayor espacio con la rueda, o 
especifi car otras modifi caciones.

Minimum assembly width Stud or through bolt height with half nut 
Largeur d'assemblage minimum Avec demi écrou
Minimale Montagebreite Mit halbmutter
Ancho minimo del conjunto Altura con media tuerca
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53

55
55

30
30

0.73
0.82

3124/15/40/
3124/15/53/

125kN

600Nm

50kN

275Nm

W = F + 153mm = Y – 9mm

3124/15
STUD OR 
BOLT FIXING

56 kg/m CR
89 kg/m CR
101 kg/m CR
A 120 (6)
MRS 67
MRS 86
MRS 87A/(PRI85R)
MRS 125
JIS 50
JIS 60
CR 73
UIC 54 E
66 kg AREA
68 kg AREA
104lb CRANE
135lb CRANE
171lb CRANE
ISCR 100
ISCR 120 
GCR108   
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263
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3124/15/40
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